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Jednotlivé typy svorek a uchycení mohou
být umístn ny na obou stranách
omezova e p ep tí

ě

č ř ě .
Terminals and fastenings can be attached at
both sides of surge arrester.

Svorky / terminals

Uchycení / fastenings

TRIDELTA Überspannungsableiter GmbH
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TRIDELTA Überspannungsableiter GmbH
Marie-Curie-Strasse 3

D-07629 Hermsdorf / Germany
fon: (+49) 36601 9328-300
fax: (+49) 36601 9328-301

e-Mail: arrester@tridelta.de
www.tridelta.de
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Assembly and operating instructions

The data provided on the name plate of the surge arrester
is to be checked with regard to suitability for the given
conditions at the installation location.

General recommendations for the installation and
operation of TRIDELTA surge arresters in medium-voltage
systems.

Montážní a provozní manuál

Data uvedená na štítku omezova e p ep tí je nutné
ov it s ohledem na vhodnost jeho použití v daných
podmínkách a lokalit .

č ř ě

ěř

ě

Obecná doporu ení pro instalování a provoz omezova
p ep tí Tridelta pro sít vysokého nap tí.

č čů

ř ě ě ě

Bezpe nostní pravidla p ed
uvedením do provozu

č ř

:

Údržba a
kontrola:

Defektní omezova
p ep tí:

Likvidace:

č

ř ě

1.) Izolovat
2.) Zabezpe ení proti

op tovnému spojení
3.) Ujišt ní se, že je systém bez

nap tí
4.) Uzemnit a zkratovat
5.) P ekrytí nebo uzav ení živých

ástí.
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Údržba a kontrola funkce není
nutná. Pokud je pot ebné ist ní
z d vodu neobvyklého zne išt ní,
doporu ujeme použít teplou,
mýdlovou vodu.

Polymerový pláš se p i poruše
deformuje a z erná. Mohou se
také v ojedin lých p ípadech
objevit praskliny a známky po
p eskoku. Omezova p ep tí musí
být v tomto p ípad nahrazen.
Není možné jej opravit.

Omezova p ep tí se skládá z
keramických, metalických a
polymerových ástí, které
nep estavují hrozbu pro životní
prost edí. Mohou být zlikvidovány
jako oby ejný pr myslový odpad
bez nutnosti speciálních pom cek
pro ochranu personálu.
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Safety rules prior to com-
mencing work:

Maintenance and
inspection:

Faulty surge
arresters:

Disposal:

1.) Isolate
2.) Secure against reconnecting
3.) Determine that the system is

not live
4.) Earth and short-circuit
5.) Cover or enclose adjacent, live

parts.

Functional tests or maintenance
works are not necessary. If clean-
ing is required as a result of
unusual pollution, we recommend
the use of warm, soapy water.

The polymer housing of the surge
arrester will distort and blacken
should it fail. Cracks and flashover
marks may also appear in some
circumstances. The surge arrester
must be replaced as it is not
possible to repair the device.

Surge arresters consist of ceramic,
metal and polymer parts with no
properties hazardous to the envi-
ronment. They can be disposed of
in the same way as general indus-
trial waste without the need for
special personal protective equip-
ment.
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Cable eye
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Clamping of
conductor cable up
to

∅

∅

9 mm

9 mm

Svorka pro vodi
/
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Clamping of conductor
cable up to

∅

∅

16 mm

16 mm

Svorka pro vodi
/

č

Clamping of conductor
cable

∅

∅

9-16 mm

9-16 mm


